
Standard Gutter Guard

Installation of Standard Gutter Guard

1. 1.  If not installing on new gutters, clean existing gutters and 
ensure downspouts are functioning properly.

2. Begin installing by placing Standard Gutter Guard on top of the 
gutter with the vertical flange against the fascia and behind the 
drip edge if possible.  For best function, it should lay flat and level.  
Fasten Standard Gutter Guard to the gutter through the top lip 
every 2 (two) feet or as needed. 

3. To support the back of Standard Gutter Guard, it is recommended 
for best application to be installed on top of hangers spaced every 
two (2) feet.  At times where there is not a hanger nearby, a screw 
can be applied through the back of the vertical flange into the 
fascia board (do not over tightened) to ensure the guard is level 
(Figure 1).

4. To adjoin two pieces together, make a cut ½” on the front lip of 
the guard as well as the back flange and removal all material 
except for the flatten pan and screen. (Figure 2) This ½” piece is 
then placed under or over the next or preceding piece, depending 
on where the hanger is, to support and stabilize the other piece of 
guard. (Figure 3)

5. At the end of a run, make a cut on the guard to ensure it is inside 
the endcap by approximately ¼” to ensure water does not flow 
over the endcap.

Installation of Outside Corners

1. Measure and mark a 45° angle from the outside edge of the front 
of the screen on the guard toward the back.  Using tin snips, cut 
along the line drawn and then cut and remove one (1) inch of the 
vertical flange (Figure 4).

2. When installed, a ½” to 1” overlap should exist.  Place screws one 
(1) inch from the end to secure the guard, as well as one screw 
through the overlap (Figure 5).
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Standard Gutter Guard

Installation of Inside Corner

1. Mark the guard where the front side of the opposite gutter 
intersects Standard Gutter Guard, this is typically four (4) inches 
on a 5K gutter and five (5) inches on a 6K gutter (Figure 1) .

2. Make a 45° cut using tin snips from the mark to the back of the 
guard.  Then cut the front lip of the guard an additional one (1) 
inch from the corner (Figure 2).

3. Using hand breaks, vend the louvers under the screen down at a 
90° angle.  This bend should be one (1)  inch deep (Figure 3).  
Alternatively, the louvers can be cut and removed from below the 
screen for two (2) to three (3) inches from the edge of the screen.  
The amount of louvers removed or bent depends on the situation 
and amount of water. 

4. Install the two corners pieces with one (1) inch overlap.  A screw 
in the back flange of the lower piece may be necessary to support 
the corner.  A screw should be placed in the lip of the guard 
approximately one (1) inch from the inside corner to fasten the 
corner to the gutter (Figure 4).

Important Note:  In high flow areas, a diverter may be necessary to 
prevent overflows.  It must be installed on top of the surface behind 
the front lip.  Whenever possible, any downspout from an upper roof 
must be directly tied into a lower gutter.  If this is not possible, a 
diverter/deflector may be necessary.
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